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CHIP OR FORM FACE OF BARRIER FLUSH
N UNDER SUPPORT ELBOW BASE PLATE.
A APPLY EPOXY RESIN TO SURFACE TO
g} ASSURE UNIFORM BEARING SURFACE.

4

TIGHTEN ANCHOR R BETWEEN
BOLT HEAD AND HEX NUT (TYP.)

OMIT 1°-6" x 1'-6" SQUARE AREA

S s

1"¢ H.S. BOLT THREADED FULL
3 LENGTH WITH HARDENED WASHER

OF FRACTURED FIN FINISH JUNCTION BOX
CENTERED ARQGUND LICHTING @iég:;ézgsmwﬁ C‘t JUNCTION BOX & PULL BOX 8" x 87 x 1'-6" - 6
BRACKET ANCHORAGE 3 -3 . NEMA 4x S.S. (TYP.) JUNCTION BOX CAN BE mm“\\ \
! ! RECESSED UP TO ' (SEE SPECIAL PROVISIONS) mm\m\\mn\\mm\\\\\\\\mmm\\\mm i
be—=—l=—pLUMB LINES |
FRACTURED FIN FINISH 157] 57 1" RGS | TOP DF BARRIER "¢ RGS CONDUIT
T CONDUIT PIPE | PIPE & CAP g
|
|
i
|

Ede AND HEAVY HEX NUT. (TYP.) d ANCHOR B 1 x 1'-17 x 1'-1"
-2/~ - /L L &
IR A SRR R AN A,
- EETRT L e
2 999 TOP OF ROADWAY SLAB
@ e el s FORMED DECK EDGE
§ \
LEVEL LINES i PRS00 a

TOP OF
ROADWAY SLAB

”

{ , \
2- 2”¢ RGS CONDUIT PIPE 6" MIN. -
1" THICK ANCHOR R (TYP.) OR SEE WIRING EMBED. 7~/ |\ AN
SCHEDULE FOR SIZE.
2 g

2 - 3%''® POLYETHYLENE
OR COPPER DRAIN PIPE

ELEVATION

NOTE:s
- ALL CONDUIT SHALL BE RIGID GALVANIZED STEEL (RGS).
INSTALL ALL CONDUIT RUNS TO DRAIN TO A BRIDGE END
OR PROVIDE DRAIN AT ALL LOW POINTS WITHIN CONDUIT RUN.
SEE "TRAFFIC BARRIER SHEETS” FOR BARRIER DIMENSIONS.

- ALL HIGH STRENGTH (H.S.) BOLTS SHALL BE AASHTO M164.
1/ ’ 1/
1/ \ 10 | 1Y/ HARDENED WASHERS SHALL CONFORM TO ASTM F 436. SECTION A
! ! -
< | | HANDHOLE TOWARD
= | | TRAFFIC SIDE w 8" x 8" x 1'-6
| | LUMINATIRE POLE = /7NEMA 4% S.S. JUNCTION BOX
N N |
CONDUIT PER )
L 16y & conutT Bes @\Z . LUMINAIRE POLE LOCATIONS
§ ON BRIDGE & WALLS
: B x 8" x 1’6" TRAFFIC BARRIER STATION OFFSET
n XXX 0+000.000 . .
! 3 L NEMA 4x S.S. JUNCTION BOX \ N 0.000 RT
- 2 \ XXX 0+000.000 0.000 RT.
\ TRAFFIC BARRIER POLE BASE \FACE OF BARRIER
. PER J-1B
! 17 THICK LIGHTING 3
R "@ : G}\ BRACKET FINISHED GRADE NN
‘ ! PER J-1B ‘
: i N 1%® HOLE (TYP.) FLEVATION ANCHORAGE BARLIST
N . T
= \ LUMINAIRE >
= 6, ! e %‘\\ ALL REINF. SHALL BE AASHTO M31, GRADE 60.
8”¢ HOLE MARK # SIZE LENGTH |BEND TYPE
% 6 1 -9” STRAIGHT
ANCHOR PLATE ELEVATION PROFILE "% CONDUILT 6 5°-0" STRAICHT
GALVANIZE PER AASHTO M 111 LUMINAIRE SUPPORT PLAN
(SHOWN FOR BRIDGE, SIMILAR FOR WALLS) ——
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